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Multi Standard Cable for movable part - Flexible and Oil-resistance -

S IEEBLUHE Features and Use e

® ULHIBAWM/MTW/TC. CSARHE. BZi%k. CEXN—F U RIEDOTILF RIS — Ra]BEBRs—JILTY
Multi-standard flexible robot cable that is conformed to UL Standard AWM/MTW/TC, CSA Standard, Electrical Appliance

and Material Safety Law, and CE Marking.

@ ROHSKRUREACH (CHSLTVED,
Compliance with RoHS and REACH

© FE(CHEBRAB LU BIRAS —JILELTHEVVEIEITETS.

Mainly adaptable to internal wiring of electric equipment or inter-device wiring
© R4 -MHHECENTLET,

Excels in pliability and oil-resistance
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Braided shield type for EMI measure is also handling[MSC600R-SB]

gt [ L~ —Fo— ]

Heat-resistance Characteristics
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& & Construction ¢

BiK . BERFAERIALOIR
Conductor : Annealed copper wire strands

HEIRAK « EPVC
Insulation : Heat-resistant PVC

#7—7 Paper tape

WIS —ILR « Ay FEREARR
Braided shield : Tin-coated annealed copper wire

>—2 : THEATHIEPVC [BEEE  E(YY5Y)])
Sheath : Heat and oil-resistant PVC
Standard color of sheath : Matted black

* AARICOZTHELTUE, BIEHARME —BZ5HL THDFEIN, FHBICOZTEL TS, HFEERIERIZEN,
Abridged general specs list is on another page.
If you want to know about details, please request for the specification.
* FERIE3LDIZEOESNEITY . ZOMOIREHBIE, REHROES OB (CIHEKL TWET .
The figure above is an example of the case of the number of cores is three.
Others are on next page "Example of array of cores".
* @ (. REIEFAE LOBEEMEBEIASA OV-V%RUED.
@ -1t shows a green insulation which is extruded the yellow line in the both side.
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